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Module es ciency up to 20.9%
Higher power brings lower kilowatt=hour cost, higher lifetime
generating capacity, simultaneously lower annual power attenuation;

PID Resistant

Bl SR P e s b oo
Low-Light Performance

E)Leel lent power generation performance under Low-Light condition due to

Anti-Crack

Excellent anti-microcracking performance with more balanced

Strength and Durability
Certified for 5400Pa snow and 2400Pa loads test;
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Electrical Specifications (STC)

Maximum Power (Pmax)

535 540 545
Power Tolerance (W) 05 05 0745
Open Circuit Voltage (Voc) 313 315 317
MPP Voltage (Vmp) 31 312 314
Short Gircuit Current (Isc) 18.36 18.41 1847
MPP Current (Imp) 17.28 17.33 1737
Module Efficiency(%) 203

207 209
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Cell Type 182mm Solar Cell Solar Panel NOCT 45°C £2°C
No. of Cells 144cell Temprature Coess cient (Pmax) —-0.34%/ ‘C
Dimensions 2095%1039+35mm Temprature Coefi cient (Voc) -0.25%/ °C
Weight 27.5kg. Temprature Coe: cient (Isc) 0.04%/ °C
Glass 3.2mm Tempered glass
Frame Arodzad Auriian Al (Operaing Condition  Data
Junction Box 1P67/1P68, 3 diodes Maximum System Voltage 1000V/1500 VDC(TOV)
Output Cables 4mm?, Length 1000mm Operating Temperature -40°C™+85°C
Connector type  MC4 compatible Maximum series fuse rating 15A
Packaging Specifications Remark

Modules per 40'HQ container. sTC Iradiance 1000W/ i, Cell Temporature25°C. AML.5




